MATERIAL SAFETY DATA SHEET

FOR COATINGS, RESINS AND RELATED MATERIALS
(Approved by US Department of Labor Essentially Similar to Form OSHA 20)

| Date Issued 05/17/00 |

SECTIONI

MANUFACITTIRERS NAMY
GARDNER-GIBSON CORPORATION
STREET ADDERESS

4161 E 7'H AVENUE

EMERGENCY TELEPHONE NUMBER
1-800-424-9300

CITY, STATE, AND ZIP CODE
TAMPA, FL 33605

TPRODUCT CLASS MANUFACITIRES CODE IDENTIFICATION
FIBERED ASFHALT COATING A/F 6121, 6125, 6127, 6128, 6135, 6525, 6528
TRADIE NAML
BLACKJACK

SECTION II- HAZARDOUS INGREDIENTS
INGREDIENT PERCENT TV TV | ILL VAPOR

PPM | Mp/M3 PRESSURE
PLTROIEUM ASPHALL <O, 0.5
CAS# - 8052-42-4
PETROLLEUM SOLVINTS =30% 100
CAS #- 64742-48-9
CELLULOSIC FIBER <5% 10
CAS #- 1332-21-4
EAQLIN CLAY =3% 10+
CAS #- 13532-58-7
CALCINED CLAY =3% 3.0
CAS #- 66402-68-4
ADDITIONAL INFORMATION-* AS RESPIRABLE DUST ONLY.
Hazardons Matenals Identification System (HMIS)
Health Flammability Reactivity Perzonal Protecrion
1 2 G
SECTION I1I - PHYSICAL DATA

BOYLING RANCE: 300 °F - 390°F VATOR DEMAITY [X] ITEAVIER [ ] LIGHTER, THAN ATR
CVAPORATION RATT [ TASTRR [ STOWER, TIIAN -~ PERCENT VOTILE BY WTIGIIT PER GALLON

ETIER

VOLUME 20 %

By vOLUME 87 TRS

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

DOT CATEGORY - NR
EXTINGUISHING MEDIA-
UNTISUAT. TTRTE AN TTRXRPLOSION HAZARDS-

SPECIAL FIRL IGLITING PROCERURTS-

FLASH POINT-

105°F Minimum

RECOMMENDED FOR FIREFIGHTERS. WATER MAY CAUSE FROTHING, APPLY CAUTIOUSLY.

FOAM, & DRY CHEMICAL , CARBON DIOXIDE .

EEEP AWAY FROM SOURCES OF IGNITION.

MNECA

USE OF A SELF-CONTAINED BREATIIING APPARATUS IS




SECTION V - REACTIVITY DATA

STABILITY: |:| UNSTABLE m STABLE CONDITIONS TO AVOID: SPARK, FLAMES,
RLECTRICAL. AND STATIC DISCHARGE.

INCOMPATIBILTY (MATERTATS TO AVOID): STRONG OXIDIZERS, ACIDS,
LAZARDOUS DECOMPOSITION PRODUCTS: CARBON DIOXILE, CARBON MONOXIDE
HAZARDOUS POLYMERIZATION: [ | MAY OCCUR B WILL NOT OQCCUR

CONDI'TTONS 10 AVOLD: NONL

SECTION VI-HEALTH HAZARD DATA
EFFECTS OF OVEREXPOSURE- ACUTE: SKIN: PROLONGED REPEATED CONTACT MAY CAUSE IRRITATTON. FYFS:
CONTACT MAY CAUSE TRRITATION, BLURRED VISION. INTTALATION: EXCESSTVE BREATHING OF HIGH VAFOR
CONCENTRATION CAN CAUSE NASAL AND RESPIRATORY IRRITATION, DIZZINESS , NAUSEA AND POSSTBLE
UNCONSCIOUSNESS AND EVEN ASPHYXIATION. INGESLTION: CAN CAUSE GASTROINITESTINAT, TRRITATION, NAUSEA,
VOMITING AND DIARRHTIA. ASPTRATION OF MATERIAL TN'1'0 LIINGS CAN CAUSE CHEMICAL PNEUMON!11S, WHICH
CAN BE FATAL. CARCINOGENICITY: NO. MEDICAL CONDITIONS GENFRALLY AGGRAVATED BY EXPOSURE: PRE-
EXISIING LUNG AND SKIN DISORDERS, REPRODUCTIVE EFFECTS: ND. TERATOGENIC: ND, MULIAGENIC: ND.

EMERGENCY FIRST AID PROCEDURE- SKIN: WASH EXTPOSED AREAS WITH SOAP AND WATER. ILYES: FLUSH
EYES WITH COPIOUS AMGOUNTS OF WA'LER | IF SYMPTOMS PERSIST, CONSULT A PHYSICIAM., INHALATION:
REMOVE PERSON ‘1'0O FRESH AIR. [F BREATHING I8 DIFFICULT ADMINISTER OXIGEN. IF BREATHING STOPS,
GIVE ARTIFICIAL RESPIRATION. SEEK MEDICAT ATTENTION IMMEDIATELY. INGESTION: DO NOT INDUCE
VOMITING.

SECTION VII - SPILL OR LEAK PROCEDURES

STEPS TO BE TAEEN TN CASE MATERTAL IS RELEASED OR SPILLED: DIKE SFILI. ARFEA, RECOVER FREE
LIQUILY. ALY ABSORBENTI'O SPILL ARLA. REMOVL SOURCLS O IGNITION. WASIT ANLD VENTILATE AREA.

WASTE DISPOSAL METHOD: DISPOSE IN ACCORDANCE WITH LOCAT, STATE OR FEDERAL REGULATIONS.

SECTION VIII - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECITON: NO'T NORMALLY REQUIREL [N WELL VENTILATELY AREA_TFITV I5
HXCEEDELD, A NIOS]/MSLIA APPROVUD BREATHING APPARATUS IS RECOMMUNDLID,

VENTILATION: USE WITH ADEQUATE VENITLALTON. MAINTAIN EXPOSURE BELOW TLV LEVEL.
PROTECTIVE GLOVES: RUBBER GLOVES SHOULD BE USED.
EYE PROTECIION: SAFETY GOGGLES SHOULD BE USED,

OTHER PROTECTIVE BQUIPMHENT: AS NECESSARY

SECTION IX - REGULATORY INFORMATION
PRECAUTIONS TO BE TAKTN I HANDLING AND STORAGE: STORE IN COOL DEY AREA.

OTHER PRECAUTIONS: KREEP OUL' Ol RIEACH OF CHILDREN AND AWAY FROM S$OURCES OF IGNITION.
AVOID CONTACT WITH SKIN OR CLOTHING. KEET CONTATNER CLOSED, WASH THOROUGHLY AFTER
USING,

REPORTABLE QUANTITY (MIMN. UNDER ANY ACT): NONE

RCRA HAZARDOUS WASTE WASTE NO: (FED)NONE SHIPPING NAME: CEMEIN'L, ROOFING, NOI
NORTH AMERICAN EMERGENCY RESPONSE GUIDE NUMBER: N/A

DOT CLAESSIFICATION: NOT REGULATED AS PER 49 CFR 171.8 & 49 CFR 173.124 (A)

IDENTIFICATION NO: NMFC ITEM NO. 170060 NMFC CLASS 55.

VOLATILE ORGANIC COMPOUNDS (VOC): 300 G/L MAX.

IMDG CLASSIFICATION: NOT REGULATED AS PER SECTION 1.6 ON IMDG CODE PAGE 4101



